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Description
OPM (OutDoor Performance Material) is a variant of PCTG that is manufactured in the USA by Slant 3D.

OPM is meant to be exactly what its name implies: a durable material for outdoor use and an alternative to more
expensive materials like ASA and ABS. With excellent chemical resistance and higher heat resistance than
materials like PETG, it is an ideal option for durable outdoor products.

Typical Properties

Properties Test Methods Units Values

Intrinsic Viscosity ISO 1628-5 dl/g 0.78 ± 0.02

Color ASTM D6290
L* ≥ 64

b* ≤ 1

Glass Transition Temperature ASTM D3418 °C 80 - 85

Bulk Density g/cm3 0.73

Specific Density ASTM D-792 g/cm3 1.27

Moisture % ≤ 0.3

Print Temps

Hotend 250 - 270°C

Bed 70 - 80°C

Enclosure Not required

Storage and Handling Conditions
Slant 3D OPM V1.0.2 is an inert material in storage and no hazards are likely to arise; however, the polymer should
be stored in an area properly protected from risk of fire.

Slant 3D OPM V1.0.2 should be stored in the original container, tightly closed in a dry, cool and well-ventilated
place. Avoid direct light contact if the container is stored indoors.

Recycling
Polyethylene Terephthalate Products are 100% recyclable. Production rejections, and/or conversion waste should
be recycled if possible.


